ETS Heavy Duty Rotary Electric Vibrators 6 Poles - 1200 RPM @ 60 HZ 230/460 3 Phase

Questions contact us at: 814-899-2103
Email: info@erietechnicals.com
website: www.bulkfilling.com

DIMENSIONAL INFORMATION (All Dimensions are in Inches)

<table>
<thead>
<tr>
<th>MODEL</th>
<th>OLI Model Number</th>
<th>A</th>
<th>B</th>
<th>G (Hole Dia.)</th>
<th># OF HOLES</th>
<th>C</th>
<th>D</th>
<th>E</th>
<th>INPUT HP</th>
<th>UNBALANCE (IN*LB)</th>
<th>Force Output (Pounds)</th>
<th>Weight (Pounds)</th>
</tr>
</thead>
<tbody>
<tr>
<td>ETS 90/6E</td>
<td>MVE 90/6E-30A0</td>
<td>3.15</td>
<td>4.33</td>
<td>0.43</td>
<td>4</td>
<td>10.79</td>
<td>5.91</td>
<td>6.81</td>
<td>0.19</td>
<td>2.86</td>
<td>117</td>
<td>23</td>
</tr>
<tr>
<td>ETS 1100/6E</td>
<td>MVE 1100/6E-50A0</td>
<td>4.72</td>
<td>6.69</td>
<td>0.67</td>
<td>4</td>
<td>15.39</td>
<td>8.19</td>
<td>8.27</td>
<td>0.4</td>
<td>17.3</td>
<td>705</td>
<td>58</td>
</tr>
</tbody>
</table>

All Vibrators are designed and tested to conform to Class II, Div 2, Group F&G electrical area classifications.
Motors operate at < 60 Decibels.
All Dimensions subject to change without notice.
All motors are rated continuous duty at Maximum setting.
All weights are adjustable from 0-100% force output.

* For 6 and 8 hole vibrators the "A" dimension is the center distance between each hole